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Note:
All screenshots of the application which are shown in this document are to be taken as examples and are subjected

to the copyright of Allen Coding GmbH.
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1. System requirements

PC-Hardware

Requirements

CPU with at least 1.0 GHz

Processor processor Speed
Minimum required to complete the installation: 512MB
RAM
100 MB for program installation
HDD + Space for printing formats
Monitor resolution of at least 800x600, 16 bit
Mouse, Keyboard, Monitor color depth
Graphic card DirectX able
Network card Ethernet

RS232 / COM Ports

One COM-port for each serial connected printer

USB- Ports USB A for data exchange via USB-device
-Windows® 8/8.1, Server 2012/2012 R2, Windows 7 SP1, Server
2008 SP2/2008 R2 SP1, Server 2003 SP2 und Windows XP SP3.
Software -Microsoft .NET Framework 3.5

-Microsoft Visual C++ 2010 Redistributable Package (x86)

It's absolutely possible that the software is running without problems on differing system constellations. The
performance of the application will possibly slow down with older hardware. Most important for a faultless application
execution is enough free working memory and hard disk space.

Printer-Hardware Requirements

NGT2, NGT2+, NGT4, NGT4+, NGT6, NGT6E, NGT8, NGTS8E,

Printer type 53LTi, 53XL80, 53LTc, 53XL40, 53XL80u, 53XLC

Depending on the firmware version not all application functions

Firmware .
will be supported

Serial or Ethernet Network

Connectivity
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2. Installation

Installation on a PC:

Run the setup and follow the instructions of the setup-wizard. Standard
path for the application:

,C:\Programs\Allen Coding\adesign2“ or
,C:\Programs (x86)\Allen Coding\adesign2*“

3. Language

a:design2 can be ran in multiple languages:

To change the language got to Extras — Options. In the pop-up window
select the flag “View” and select then your preferred language. Confirm
with “OK” and restart the application.

options___________ 8 x|

General settings  Wiew IDefauIt valuesl Linked applicationsl Setup passwoldsl

Language selection

Language |
B German

ala English

Turkish

&= Darish

& = Swedish

== Ezpain

Enwiranment view

I~ Smooth shaded ruler

I~ Digplay pogition helper

™ Shaw quiet zones around barcades

T Show warning message i quiet 2ones overlap with ather ohjects
Grid

¥ Enable grid on label

Girid type IF'oints - I
Grid frequency I 5 mm 3:

Help | QK Cancel
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4. Add new printers

Go to File -> Printer Configuration. Add a new printer by using the button “Add”.

x
Printer configuration
Add, remove and edit printers. Setup leads to the printer setup where parameters are set.
Mame : | hiodel : | Connection : |
E 53 XL IM -Enginesring M B3 COM1
@NEZ CM - Office NG2CH COM1 @Add
(EING4 IM - Developement  NG4IM 192.168.173.55:4001

@ Setup |
(=hEdt |
@ Remove |

Help @Choosa | Cancel

Select your printer model from the list and give it a name. Select under Firmware if you use a firmware under or
up from 5.0 on your printer.

To connect via serial to your printer select your COM-port. Make sure that the COM-port is set to the values below.

8 x
Iodel : Mame : NGT'SerieS
&dh Hen Carg ez Baud rate 115200
B-
Fimuare: Parity None
IUp wersion B.x j Data length 8
el | Network Stopbits 1
Handshake Hardware
COM : COm1 VI
Baud rate lm XL_SerieS
% - Baud rate 115200
Data length : ] 'I .
ng H< saa:ng Parity None
- AC taphits 1 'I
- Windaws Handshake:  [Hadware 7] Data l?ngth 8
Stopbits 1
Handshake Xon / Xoff
ok | Cancel |
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To connect via Ethernet to your printer enter the IP-address, which is given to your printer in the network. Port for
NGT-series is always 4001. Port for XL-series is always 30001.

a x
Model Name
-4}, Allen Coding [nG21M
B NG
NGZ M Firrweare :
NG4 1M Up version 5.« b
NGE It I 2 J
:gg ::’::II Serial  Metwork
NG4 Ch
NGE Ch
NGS Ch
NGEE
—f=) NGSE IP 192 . 168 . 173 . B4
=) 53
% 5aLTi = |
(= B3<LE0
[ Pt : |4001
% AL
[]--@ ‘windows
Ok Cancel

You can select the printer you want to use by tag it and confirm with “Choose”. For this go to the
same window where you can add printers.

(& Printer configuration X

Printer configuration

Add, remove and edit printers, Setup leads to the printer setup where parameters are set,

Mame : | Model : | Connection : |
) 5350 M Enginesring  NwMB3<L COM1

(EING2 CM - Office NE2CH oM Eyadd
(EING4 M - Developement  NG4IM 192.168.173.55.4001

@ Setup
(hEdt
@ Remave

4dd]

Help

[& Choose | Cancel
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5. Register the application

After the installation you can use the application unrestricted as BASIC version.

To use a:design2 in the PLUS version, they need to purchase a license and activate the version. For purchasing a
license please contact the sales department of Allen Coding GmbH or your software supplier.

To register you’re a:design2 go to Help -> Register.

a:design2

"'iﬁ a:design2 registration ﬂ

Pleaze reqister your application. without registration, the application will run az a
30-day trial. You can register ary time during or after the testing period.

1. Codes
Hardware code

Unlock code

A S -AeL 28525 2ERBE 0T Ee

&

— 2. Uzer information

MHame / Compary

Serial number

IMEI:-: Fustermann

I E-Mail |

IadDS1E|

'El Telephone | Fax

% Reqister |

Cloze |

You will find more information in the a:design2 help file.

To get the Unlock code you have to transmit
the Hardware code together with the serial
number to the support of Allen Coding GmbH

or to your supplier.

Allen Coding GmbH
Friedrich-Bergius-Ring 30
D-97076 Wiirzburg

Tel. +49 931 250 76-0
Fax +49 931 250 76-50

info@allencoding.com Page7/7

www.allencoding.com Version: V4.2.0-R
Stand: 08.12.2014



